
Thank you for purchasing this stripe set!  I am sure you will love the way the vinyl looks on your 
model– just like the real thing, because it is the real thing!

You should apply the stripes after the body has been painted and polished and before attaching 
the side-vew mirrors.  I do not recommend putting a clear coat of any kind over the vinyl decals, 
especially the matte black version. 

To apply these stripe decals, you will need low-tack masking tape (like Tamiya or painters’ 
tape), scissors, a burnishing tool (old credit cards are good), a blunt-ended toothpick, and a lint-
free cloth.

Step 1:  Tear a strip of low-tack masking tape and place it across the side of the model.  Align 
the top edge of the tape with the horizontal body line and make sure you cover the front fender 
and the door.  The tape serves as a clear reference line to help align the decals.  Do this on 
both sides of the model.

Step 2: Cut the decal sheet apart down the middle to separate the left stripe from the right 
stripe.  PLEASE DO NOT CUT THE INDIVIDUAL STRIPES APART.  Take one of the stripe 
decals and get ready to apply it to your model.  For some reason, I always like to do the driver’s 
side first.

Step 3: Slowly peel the paper backing away from the clear plastic carrier sheet and the decal.  
Don’t touch the decal!  Align the decal to the model: use the masking tape to keep the stripe 
straight and level across the front fender and the door.  Align the breaks in the stripe to the door 
lines and the door handle.  Lightly place the decal along with the clear sheet onto the model.  
Don’t rush this process!  Take your time and make sure everything is straight and edges of the 
individual stripe segments are where they should be on the door and fender edges.

Step 4: Use an old credit card or another burnishing tool to press the decal onto the model 
surface.  Use smooth, firm, even pressure and pay close attention to all the edges of the decal.  
Again, do not rush.

Step 5: Slowly peel the clear carrier away from the model.  The carrier will release from the 
stripe, leaving it adhered to the model.  If a corner of the decal starts to lift from the model, stop 
and burnish over that corner with the blunt toothpick.  Do not rush the job.

Step 6: When the carrier is off, use a lint-free cloth to press down across the decal and ensure 
there are no air bubbles and the edges are stuck.  Now you can do the other side and continue 
finishing the model.
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